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CRITERIA GOVERIKENT DE3IGH:
#

Services to be performed Ly the Architsci-Zngineer under this contrac
shall conform to all applicatle requirements and criteria set forth in
the following handbooks and puvlications, and the latest lssues and
changes theretoi

1. F.3 F 3410.1C Instructions to Contract Architect-Engineers

2. I33F 3425.8A - Criteria for a Federal Office Bullding

3. rs3 ¥ 3475.1% Structural =ngineering

L, F2571 5920.9 suilding Fire Safety Criterla

5. I35t 5900.2 Accldent and Pire rreventlon - General

6., £z8Fr 5900.3 Acciden®t and Fire fxevention - Constructilon

and Alteratlion work

7. IS 5920.4% Tire i rotection for dIssentlial Ilectronic

dquipment :

8. 33 (iDt)s D3 Design Criteria, Iew Fublic _uilding

Accessibility |

9. ©¥33 1t 8010.1 A-3/CF Value MNanagement Services
10, siuergy Conscrvation D:=siga Juildelines For iiew Office .uildings

7 o~ — .

(3econd Zdition)
11. Index of Fus3 Guide 3pecilications
12. =.3 Drawing Guides (Formerly titlad Design Data Sheets)
13. .3 Specification Drawings (Ffomrmerly titled Standard Details)
4. 23 (<CD) Duk uilding 3ut 3tr.cture
15, G33 Sigrages Handbooks
16, G34 Federal Supply Schodules
17. Zrovieonazntal Jrotection Soency Zrrmulatioas
12, Ceeupational 3Saety aal lealtl: 3tandards
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- ROCE33IG OF COnSTRUCIION CONTRACTOR S'31{I33I0.-5, HAHUALS AKD RSCORD DOCUKENLS
-3
1. 3hop drawings, equipment lists, material samples, certifications,
laboratory reporis, test data, and similar materials sutmitted by the
Construction Contractor for approval shall e processed by the Architect-
ingineers as directed in GSA Handbook ¥:5 ¥ 3412.1C, Chapter 6 and in
accordance with the followlng requirenenis: .

a. The Architéct-ingineer shall process suomissions promptly,
generally within 18 calendar days of recei:t, and shall make
distribution by the most expeditious means to preveni delays in'
the construction work. The Architect-Ingineer shall maintain a
log of suimissions, showing his dates of receipt, dates processed,
approvals or other actions taken, and sutmissions nmunbers asslgned,
to assure prompt processing of sutmissions, teleghone contact,
personal contact, and other means of commurication are encouraged.

Y. The Archltect-Engineer is resgonsitle for rnotifying the
coustruction contractor and the Goverrment :romptly when sub-
missidén review actions are dslayed for any reasons, citing the -
causz for the delay. :
2. The Architect-Zngineer shall maintain 7iles of instruction manuais,
catalog cuts, spare parts lists, shop drawings and similar equipment
data, sutmittad 1y the Construction Contractor Zor later inclusion in
the required operating and maintenancs manuals. The O&l: lanuals are
to be submiited three months prior to scheduled completlon of construction
to the Contracting Uificer. '

3. #Zscord Documentss The construoctlon com.ractor shall maintain
at the job-site & current set of workliis dwewings aud specificatlons
which shall e marked-up to iadicate all actual clanges (including
revisions, deviatlions and additions; <o the orisinel coustruction
contract documents. The A-2 shall vizii ithe cosnstruction site perlodi-
cally to revisw any changes to the origisal construciion contract
documents. Uron completlon of couasiriction, “hs corstruction contractor
shall deliver the marked-up set of cons*ructior contract documents to
the office of the A-3., The A-Z shall guesiion eny changes which are
rot consistent with nis knowledgs of “he ;wdjzct. The A-2 shall

-
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